Mainline

Date  T-/6- 203
Wa(chmnn___ﬂ@[[ﬁ;ﬂm
I Location Qgg}%&gaﬁg iET

Switch Inspection Report Semi-Annual  WO# Eﬁiob‘}

Page 1 of 3

Inspection Crew & reeks ﬁz;ci%s{.,i . N@/g o

22 Standard Jou

2Switch | D'# gop ap . S Y RMNA
3Facing __  Trailing L— 23 Switch Platcs
Y R
Rail Points 24 Adjust Braccs
4 Pointto Point .G | S)Y R N/A
5@ Condition 24a Non-Adjustable Braces
X R Nothing less than 4 inches or greater than § inches. S Y R
6 ; on:rhr f’_‘irin ‘g l{i_:lnches on house top point protected ?.:v;"rontRR ~d
6a Point Openi Y R NA
N_ S ‘7/? R & '%_/2_ 26 #1 Rod (Basket Rod)
it C? Y R
Y R 27 #2 Rod
8 General Condition of the Points @_) Y R
, R 28#3Rod
Gage Y R NA
Heel of Switch 29 # Rod
9 Main — (p % Y R NA
10 Tumout S 2 Wy 30 Closure Rail
11 Gage ahead of Bend < e 7 Y R
Must not be legs than 56 inches or 3T Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in {9ches

Turnout -
13 Main_(p~ 3/

Stock Rail

I4-Bend
e

| 5€5ndition

v R

Bolts

mosc WB - N/A

I7 Missing 15 N/A

Rivets (Huck Bolts)

I8 Loose N.A

9 Missing (O - N.A

20 Cotter Pins Missing () N.A

21 Jam Nuts L. D N/A

2la Washers &iﬁ) Broken  Missing

Remarks on page
GANLIC 10201

Using a 62’ cord, not over
I"to11/2" fora Y and no
more than 1 1/2” to | 3/4%
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties

Y R

33 Switch Adjustments
Yes

34 Lubrication

Dry

3 5;‘1tch Targets/Lam
Ok Missing

36 Latches

3 g@(s
@ Broken

38 General Condition

v R

39 Insulated Joints
Y R

Rsa Regular Joints... ;
S Y R @

Broken Missing

Vhissing






Mainline Frog Inspection Report Semi-Annual Page 2 of 3

50 Location Turnout Ties
50a Switch LD. # -~ 6-Condition
51 Facing Era S°Y R N/A
52 Frog Tread N . 67 Rail Movement
R ) S R N/A
53 Frog# __| ) iePl
54/79 Point Condition bead
SY R @y R N/A
55 ition of Frog 9"Guard Rail Flangeway .
YR @v RN/ 7, R
@fme of Frog Guard Rail Flangeway can not be less 1 "
R d Rail Plates
R N/A

-
57 Throat in Inches 3 é 9 71 Frog Plates

72 Flangeway Depth __ o VL, S )Y R N/A
Flangeway Depth must not be less than 1 n”

Gage ‘ Bolts "

58 Main Track  _SC_JJ, 73 Loose % N/A

59 Turnout Track S Y 74 Missing N/A

Gage must not be less than 56 any class

Guard Rails ) -, /a{») Rivets (Huck)

60 Guard Rail Gage N & ¢ ’//éR S¥ 75 Loose N/A
Guard Rail Gage must more than 54 3/8” 76 Missing D N/A

61 Back ToBack N < g/}fz RI2 /Q; 77 Nuts Missing S N/A

Back to Back Gage must be less than 53 178" 78 Cotter Pins Missing
62 Condition 79 Washerk Ol )y Broken Missing,  N/A

(T R
SEDdcation of Guard Rail (Relation to Point) old Down Devices
JY R S)Y R NA
Guard Rail Clamps 81 Spring ,2@
SY

6@1’; Track A
R N/A 82 Derails ;
Sy REu >/

6 out Track
Y R N/A 83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to

O~ beyond the last long

Class 1 Gage 56” to 57 %
More than 57 %" Out of Service

Class 3 Gage 56” to 57”
More than 57" to 57 v, downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.IC 11-10-2011

84 Condition of Line thru entire turnout
R







Remarks

Page 3 of 3

< wm{cj\ [n< /ﬂedézés NG h—}ﬂ/@*[ R

Py Natelle deliofs Bong

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by 7 g, m%_w,mwm__ Date __ 521 [i3

11-10-2011







Switch Inspection Report Semi-Annual

Mainline

Date % -4 -20/ 35

Watchman t
| Location _BAtro HicH LANDg

2 Switch D # 299 3% o
3 Facing =~ Triling ¢~

Rail Points

4 Point to Point G~ [ i/ ‘i_,
5 Point Condition
Y R Nothing less than 4 inches or greater than § inches.
6 ;:1 OT%T?.{}Q“ Min Ig l/2 4@%1@ on house top point protected
6a Point Opening
N_SY R_SYy
7 Fit

Y R
8 General Condition of the Points
Y R
Gage
Heel of Switch.,
9Main S 7
10 Turnout S "% }/
Il Gageahead of Bend S & /7
Must not be legs than 56 inches or
more than 57 inches for “8”
12 Heel Spread in Inches
Tumnout & 2/

[3Main_(  } o7

Inspection Crew

Stock Rail

4 Bend
Y R

1 5°€0ndition

@Y R
Bolts
Woosc . b - N/A
I'7 Missing D N/A
Rivets (Huck Bolts)
I8 Loose O NA
I9 Missing NA _—
20 Cotter Pins Missing O _NA
21 Jam Nuts Looge F N/A
21a Washers @ Hr(Rn . Missing

Remarks on page
(;\H(‘H-H?-ZHH

WO# 106ess0

S
24 Adjustable Braces

Page | of 3

Green wod - N fay

22 Standard Jon
S Y R

23 Switch Plates
R

R N/A

24a Non-Adjustable Braces
S Y RN

Switch Rods
25 Front Rod

R NA
2

Rod (Basket Rod)
R

27 #2 Rod
&r R
28 #3 Rod
Y R NA
Rod
Y R NA
3 osure Rail
S 'Y R

@y@ci of Switch
sing a 62’ cord, not over

"to11/2" foray and no
more than 1 1/2” to | 3/4»
For a R, Great than 13/4” is Out
of Service
: d Block Ties
- R
33 Switch Adj 1stments
Yes
34 Lubricat
Ok y:

35 Switch T argets; Lam
Ok Missing @

Missing

Broken

Ai&gﬁjgcml Condition
S—-X R

3 sulated Joints
Y R

39a Regular Joings
SY R QU

Vissing







Mainline Frog Inspection Report Semi-Annugl Page 2 of 3

50 Location Turnout Ties
50a Switch ID. # ondition
51 Facing : S7Y R N/A
52 Frog Tread N 6 il Movement
7Y R N/A
53 Frog # Tie Plates
54/79 Point Condition 68-Lead
YR Y R NA
5 dition of Frog 69&(1 Rail F lange%vay ,
@ R RN (2 R [ g S:
5 ace of Frog Guard Rail Flangeway can not be lets 1 2
j R 70 Guard Rail Plates
R N/A

72 Flangeway Depth
Flangeway Depth must not be less than 1 14”

57 Throat in Inches 5 7?/} 7 Plates
2 7 (o Y R N/A

Gage Bolts
58 Main Track N (, 3 73 Loose % % N/A
59 Turnout Track . S 74 Missing N/A

Gage must not be less than 56 any class
Guard Rails = N Rivets (Huck)

60 Guard Rail Gage N [ 4 92 RT4 ¢ 75 Loose 0 NaA
Guard Rail Gage must more than 54 3/8 76 Missing O Na

61 Back ToBack N S ZyRzz 4 77 Nuts Missing N/A
Back to Back Gage must be less than 53 78 78 Cotter Pin issing @
62 Condition 79 Washerroken_Missing__ N/A
Y R
63-Location of Guard Rail (Relation to Point) 80 Hold Down Devices
Cs’jr R S)Y R N/A
Guard Rail Clamps pring Housing
64 _Main Track S'Y N/A_
é}Y R N/A 82 Derails
65-Turnout Track S'Y RW.
i;’ Y R N/A 83 Maximum difference in any 31 in Cross
Level on the siding from the Frog Point to
50" beyond the last lon tie
Class 1 Gage 56” to 57 14" Ok __~Difference
More than 57 %4” Out of Service
Class 3 Gage 56” to 577 84 Condition.of Line thry entire turnout
More than 577 to 57 1/,» downgrade to &D R

Class 2 and getsayY
Remarks on page 3

GM IC 11-10-2011






Remarks

Page 3 of 3

S wile b [ s;/,bectha N Ca%iz/ﬁ/@

N§ N?\iaﬁ,fg De Feote Ry

All rules come out of the MTA F teld Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: 7 ]

L1-10-2011

_,5_%4(%%”“% oue 5/pilvs






Mainline Switch Inspection Report Semi-Annual

Date §'/ 6~ o/ 5
Watchman {/@ y((
I Location BacTg HieHwambs

2 SwitchI D # 208 _3B_
3 Facing . Trailing

Rail Points - {Q

4 Point to Point
5 Point Condition
SYR

6 ;:Oi"“;h:g“ Mm‘g 12 mcg/h‘? on house top point protected
6a Point ()pemng
N_ & RS .

7. Eit
Y R
8 General Condition of the Points
O
Gage
Heel of Switch 57(}
9 Main_<(,
10 Turnout S 7/45;

11 Gage ahead of Bend (> >
Must not be legs than 56 inches or

more than 57 inches for “S”
12 Heel Spread i

Turnout _(~
13 Main

Stock Rail
end
S)Y R

ondition

Y R
Bolts
16 Loose (\ O N/A
17 \ﬁssmg N/A
Rivets (Huck Bolts)
I8 Loose N A
[9 Missing N A
20 Cotter Pins ‘\hssmg b _NA
21 Jam Nuts L.¢ N/A
2la Washers Wk _ Missing
Remarks on page
GAEIC 1110201

Broken

WO# 1066582
tspection Crew O een yaod - Nefsy

Nothing less than 4 inches or greater than § inches.

Page | of 3

22 Standard
S YR

23 Switch Plates
R

SYRN

24 Adjust Braccs
S R N/A
24a Non- Ad;u%&aees

witch R
25 Front Rod
S™Y R NA
2 Rod (Basket Rod)
R
2 Rod
R
28 Rod
R N/A
Rod
R N/A
sure Rall

3 l(:: ace of Switch
sing a 62’ cord, not over
I"to11/2”fora Y and no
more than | 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 d Block Ties
R
33 Switch
Yes

34 Lubricétio
Ok

15 Switch Targets/Lam
Ok I\/Iissingu_w@
atches
Broken
ﬁ()z: !) Broken

mmral Condition

stments

Missing

Missing

39a Regular Joints

—






Mainline Frog Inspection Report Semi-Annual Page 2 of 3
50 Location Turnout Ties
50a Switch[D. # 66 Condition
51 Facing railing 7\% R N/A
52 Frog Tread N Y R 6 il Movement
R R Y R N/A
53 Frog # l é ) |
54/7 int Condition 68 Lead
@R Y R NA
5 ndition of Fro, 69Guard Rail Flangew
@ R ® YRN | R__| X %
5 ace of Frog Guard Rail Flangeway can not be 1éss 1 157
@f R 70 Guard Rail Plates
Y R NA

r"‘7
57 Throat in Inches 5 7{ } rog Plates

72 Flangeway Depth 2 7/( 65 Y R N/A
Flangeway Depth must not Be less than 1 %

Ga Bolts

S—tl—f'fgain Track < (, "]//49 73 Loose b N/A
59 Turnout Track 5[, 7/, 74 Missing O N/A
Gage must not be less than 56 any class

Guard Rails Rivets (Huck)

60 Guard Rail Gage N T¢ >//? R T4 j%(g 75 Loose €> N/A

Guard Rail Gage must more than 54 3/8” 76 Missing /A
61 Back ToBack N _s2 4R Ta 7§ 77 Nuts Missing (D N/A

Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing
@ Broken___Missing___ N/A

@;dition 79 Washers
R .
old Down Devices

cation of Guard Rail (Relation to Point) 8
YR Y R N/A
pring Hoysi

Guard Rail Clamps

64 _Main Track S YR !

C§Y R N/A 82 Derails

A mout Track S YR @

ﬂ Y R NA 83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
30  bevond the last long tie

Class 1 Gage 56” to 57 1 Difference

More than 57 %" Out of Service
Class 3 Gage 56” to 57 84 Condition of Line thru entire turnout

More than 57” to 57 ¥, downgrade to Y R

Class 2 and gets a Y
Remarks on page 3

GM.JC 11-10-2011







Remarks

Page 3 of 3
Swﬁ")c/« Lh S,Veo?(cési\) Qo%rx/&*)ﬁ{“@

No» Nb"n‘-i;& Doﬁ P‘S Fx’m&.&—j

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed thZﬁﬂ%% M e Date: _é.'ZZ:l l i3 .

[1-10-2011






WO#_ 1073998

Page 1 of 3

Mainline witch Inspection Repor mi-Annual
Date T /(- 24 3 Inspection Crew £ ;¢p,, wosd ~Ao (<o
Watchman _Lsilgid

1 Location leup Hégﬁ_é'ibﬁ._.__ -
2 Switch D & 367 18
3 Facing o~ Trailing

Rail Points :
4 Point to Point_ T] 7P
5 Point Condition

S YR Nothing less than 4 inches or greater than § inches,

6 Point 8
Throw, nein RS 12 iug/lg{es on house top point protected
N_s 7}
Gage
10 Tumout <,

N_477
R_T /D
S YR
;Imewgch ._%?
llgiageaheadofﬁend S'Ca )/2
ust not be legs than 56 inc es or

6a Point Opening
8 General Condition of the Points
SYR
2
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout ezg e _

13 Main "

Stock Rail

nd
(S5 »
ondition

Bolts ~

16 Loose (b N/A

17 Missing - \> _ NA

Rivets (Huck Bolts

18 Loose _N/A

19 Missing N/A

20 Cotter Pins Missing O NA

21 Jam Nuts Loose e N/A

21a Washers Broken_m Missing ]

Remarks on page
GM.IC 11-10-2011

24 Adju

22 Standard Joi
S YR
23 Switch Plates

. R

ble Braces
sé;y R NA
24a Non-Adju

S YR

Braces

25 Front Rod
S)Y R NA
26 #] Rod (Basket Rod)
R

27 #2 Rod
Y R
28 #3 Rod
S>Y R NA
29 #4 Rod

Y R NA
3 ure Rail

R

3C&Jﬁa—: of Switch
Y R

Using a 62’ cord, not over
1”to11/2” fora Y and no

more than 1 1/2” to 1 3/4”

For a R, Great than 13/4” is Out
of Service

32 Head Block Ties
Y R
33 Switch Adj stments
Yes

34 Lubrication
o
35 Switch T argets/Lam
Ok  Missing @
3 ches

Ok Brokenh__Missx'ngm__w

35
Brokcn___‘_uMissing_‘_M
3 eral Condition
R
ulated Joints
Y R

39a Regular Join
YR






mi-Ann Page2 of 3

Mainling rog In ion R
50 Location Ti
50a Switch I.D_# ondition
)1 Facing iling Y R N/A
2 Frog Tread N @ R 6@1‘# Movement
@Y R Y R N/A
53 Frog # ‘ Lie Platey
54/79 Point Condition 6
R , R N/A
55 Condition of Frog @ ?Qard Rail Flangeway o
YR S ¥ RN mgi?[ R_[ 7
56-Surface of Frog Guard Rail Flangeway can not be less 1 %~
@Y R 7 Rail Plateg
R N/A

S7 Throat in Inches 3 /- Y 7("Ffog Plates
72 Flangeway Depth 2 V), ~$-“Y R N/A
Flangeway Depth must not be less than 1 1>

Bolts

BMainTck ¢ Yy 73 Loose QD wa
59 Turnout Track Y 74 Missing N/A
Gage must not pe less than 56> any class

50 Guard Rail Gage N S /o g < {77 75 Loose N/A
54 3/8” 76 Missing % N/A

~ Guard Rail Gage muys{ more than
‘. 61 Back To Back N S3sRr s 5 7 Nuts Missing N/A

Back to Back Gage must be I¢ss than 53 1/8» 78 Cotter Ping Missing ,
62 Condition 79 Washers ' Broken___Missingﬁ N/A
YR '
63 tion of Guard Rai] (Relation to Point) 80 Hold Down Devices
@Y R @Y R N/A
Guard Rail Clamps 81 Spring Housi g
6 in Track SY 5
82 Derails

Y R N/A ‘
o Tulmout Track S YR
R N/A 83 Maximum diffgrencg in any 31’ jn Cross
Level on the siding from the Frog Point to
. beyond the | long tie
¢ f -\L

Class 1 Gage 56” 1o 57 n»
More than 57 4> Qut of Service

Class 3 Gage 56" 10 5 7 84 Conditien of Line thru entire turnout
More than 577 to 57 %4” downgrade to @' R

Class 2 and gets g Y

Remarks on age 3
GM/IC 11-10-201;






Remarks

10 , il

Page 3 of 3

Qlk."ﬁ’ L gc’mw"i’ (FNS\ R ek J4y /4 Y4y B

'Fri}::) é’()m'mi‘ \é’)‘z‘H‘-P(\I‘

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.
S Everything is in Specs.

Y Attention needed.
R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

Date: 579,/

11-10-2011






Mainline Switch Inspection Report Semi-Annual

WO#_0G0%93 Page 1 of 3

Date v#w quaMnCNWTK&Hmwp,Gmmm R o

Watchman w BRANT
1 Location _CaAmMpdia; - Noery
2SwitchID. # ¢, iA

3 Facing __ Trailing

Rail Points .
4 Point to Point 3/ g
5 Point Condition
YR
6 Point Throw, nothing less than 4 ¥% inches
N 4% R 434
6a Point Opening
N 1% R 1%
7 Fit
YR
8 General Condition of the Points
Y R
Gage
Heel of Switch
9 Main StV
10 Tumnout _S(, ¢ .
11 Gage ahead of Bend ¥
Must not be less than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Turnout __ %/

13 Main ¢

Stock Rail
14 Bend

15 ggondmon

Bolts

16 Loose ) N/A
17 Missing @ N/A

Rivets (Huck Bolts)

18 Loose D N/A

19 Missing N/A
20 Cotter Pins stsmg @ N/A
21 Jam Nuts Loose g N/A

2la Washers COP  Broken ___ Missing

Remarks on page 3
GM/JC 11-10-2011

22 Standard Joints
S Y R NA
23 Switch Plates
£Y R

24 Adjustable Braces

§Y R NA
24a Non-Adjustable Braces
S Y R WA>
Switch Rods
25 Front Rod
®©Y R NA
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
S Y R
28 #3 Rod
&Y R NA
29 #4 Rod
(Y R NA
30 Closure Rail
® YR
31 Surface of Switch
Y R
Using a 62’ cord, not over
1” to 1 1/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
® Y R
33 Switch Adjustments
Yes
34 Lubrication
Dry
35 Switch Targets/Lamps
Ok Missing /Ay
36 Latches
@R  Broken___ Missing
37 Locks
Broken___ Missing
38 General Condition
Y R
39 Insulated Joints
(YR

39a Regular Joints
S)Y R



%




Mainline Frog Inspection Report Semi-Annual Page 2 of 3

50 Location Turnout Ties
50a Switch I.D. # 66 Condition
51 Facing railing Y RNA
52 Frog Tread N S R 67 Rail Movement
R S® R &Y R N/A
53 Frog # Tie Plates
54/79 Point Condition 68 Lead
®Y R (®Y R NA
55 Condition of Frog 69 Guard Rail Flangeway
©yYRr >Y RN _[S/g R ‘4
56 Surface of Frog Guard Rail Flangeway can not be less 1 %”
®YR 70 Guard Rail Plates
Y R N/A
57 Throat in Inches 2 '/4 71 Frog Plates
72 Flangeway Depth | /g, ® Y RNA
Flangeway Depth must not be less than 1 %” ‘
Gage . Bolts
58 Main Track _ ¢+ 73 Loose O __NA
59 Turnout Track <, . 74 Missing ©  N/A
Gage must not be less than 56” any class
Guard Rails Rivets (Huck)
60 Guard Rail Gage N S4% R 34% 75 Loose 0O N/A
Guard Rail Gage must more than 54 3/8” 76 Missing < N/A
61 Back ToBack N 5% R S3 77 Nuts Missing  ©  N/A
Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing o N/A
62 élondition 79 Washers @k> Broken__ Missing___ N/A
YR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
©Y R ® Y RNA
Guard Rail Clamps 81 Spring Housing
64 Main Track S YR @
©YRNA 82 Derails
65 Turnout Track SY RNA®
€Y R NA 83 Maximum difference in any 31° in Cross

Level on the siding from the F rog Point to
50’ beyond the last long tie

Class 1 Gage 56” to 57 %” ©R Difference

More than 57 %” Qut of Service

Class 3 Gage 56” to 577 84 Condition of Line thru entire turnout
More than 57” to 57 ¥” downgrade to YR

Class2 and gets a Y
Remarks on page 3

GM/JC 11-10-2011






Remarks

Page 3 of 3

&
WERR. o TREAD T,

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by::\/ﬁﬂm \0& %M@ Date: 5/5@//3

11-10-2011







